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SCALE : N.T.S.

PGORAL o . |

O 2" (50) MIN 2" (50) MIN 3 (10) x 3V/5" (90) CARRIAGE |
STD. 2 (50) GALUANIZED, STEEL PPE BOLT AND HEX NUT (TYP) ;

4"(100) X m A %" 10) x 3!/" (90) CARRIAGE /8" (3) GAP [¥," (45) SPLICE TUBE |

/o (13) HOLE / BOLT AND HEX NUT. Py i« |

THROUGH STEEL PIPE Y . ;

I 11 1 - /o (13) HOLE |

< T 3 ] THROUGH RAIL |
T & =~ <= AND SPLICE TUBE |

TR 5 Vo (13) X34 (19) (TYP) |

Al | F P S U T o

Ll | © A @ i\ A A |

I | |

I | %" (16) x 2 '/,"(65) L_ |

» K HEX BOLT 2" (50) MIN 2" (50) MIN 5

I <1/ (300 ™ —DRILL'" (20) HOLE IN 2 - 19 45) 8" (200) MIN |

GUARDRALL POST STEEL WASHERS |

[ 56" (16) HEX NUT |

I SECTION A-A AT RAIL SPLICE |

— 1 1 2'(50) X I"(25) e |
\K\ SLOTTED HOLE ;

| L "IN BRACKET A |

O REAR VIEW WITH START & END SECTION SIDE VIEW
NOTES: /
). RAIL SHALL BE MOUNTED ON GUARDRAIL ADJACENT TO A BIKEWAY OR SIDEWALK. ;

2). ALL COMPONENTS OF THE RAIL SHALL BE SHOP FABRICATED. ALL CUTTING |

AND DRILLING SHALL BE DONE IN THE SHOP. |

3). ALL EXPOSED THREADED HARDWARE SHALL BE BURRED. ;

2). GUARDRAIL POSTS UPON WHICH RAIL IS TO BE INSTALLED SHALL BE SHOP |
DRILLED FOR THE RAIL BRACKETS DURING FABRICATION. |

5). ALL RAIL SPLICES WILL BE AT RAL SUPPORT BRACKETS, THE SAME BOLT USED ;

TO ATTACH THE RALL TO THE BRACKET WILL BE USED TO SECURE THE SPLICE TUBE. |

6). RALLS SHALL BE INSTALLED ONLY ON STANDARD W-BEAM SECTIONS AND AT LEAST |

ONE POST AWAY FROM THE PAYMENT LIMITS OF THE END TREATMENT. /\ ;
SIDE_VIEW WITH START & END SECTION ISOMETRIC VIEW WITH START & END SECTION |

O Cocolame bihoiho 12/ /0F5 |
,\\ DELAWARE GUARDRAIL MOUNTED RAIL APPROVED (Zeottl VATAVL i
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