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MIN.  REQUIRED AREA FREE

  OF FIXED OBJECTS

AREA BEHIND GUARDRAIL TO BE 

MAINTAINED FREE OF FIXED OBJECTS

OR OTHER HAZARDS.

TYPE 1 GUARDRAIL PLACEMENT

OR APPROPRIATE END TREATMENT

OR GUARDRAIL TO BARRIER CONNECTION
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LONG WOOD

BREAKAWAY POST
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8’-6" (2600)

17’-0" (5200)

25’-6" (7800)

4’ (1200)

6’-3" (1905)
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25’ x 15’

(7600 x 4500)

35’-0" (10700)

4’ (1200) ROUNDING

30’ x 15’

(9144 x 4500)

40’ x 20’

(1200 x 6000)

50’ x 20’

(15200 x 6000)

CURVED GUARDRAIL SECTION

B-4 (2007)

SECTION A-APLAN

NOTES:

6’-3" (1905) 5’-6" (1676)

�" (19) CABLE

1’ (300)
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ENTRANCE SPECIAL END ANCHORAGE

8" (200) x 8" (200) POST

& OFFSET BLOCK

SEE ANCHOR PLATE DETAIL,

SHEET B-13, 8 OF 13

2’-6" (762) x 2’-6" (762) x 2’-6" (762)

CONCRETE ANCHOR

SECURE CABLE LOOP

WITH 5 CABLE CLIPS

1�"  (32) x 7’-3" (2210)

GALVANIZED ROD W/

WELDED EYE

6" (150) HOOK OR 5" (125)

DIA. WASHER & NUT.

12" (300)

1’-3"

(381)

1’-3"

(381)

1).  NO WASHERS ARE USED ON THE RAIL SIDE OF THE LONG WOOD BREAKAWAY POSTS.

2).  THE CURVED GUARDRAIL SECTION SHALL BE SHOP BENT.

3).  PLACE GUARDRAIL REFLECTOR EVERY FIFTH POST.

4).  IF CURB IS USED IN CONJUNCTION WITH CURVED GUARDRAIL SECTION, THE CURB CANNOT

   BE HIGHER THAN 2" (50).

5).  ON THE 8’6’ (2600) RADIUS SYSTEM ONLY, THE RAIL IS NOT TO BE BOLTED TO THE

   CENTER POST.


