SIGNAL PHASING
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38 PHASING NOTES

. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENILY.
2. PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
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EXISTING SYMBOL PROPOSED SYMBOL
JUNCTION WELL Sl m
LOOP DETECTOR, TYPE 1 L ]
LOOP DETECTOR, TYPE 2 — —
LUMINAIRE — —_
MAST ARM T— —
MICROWAVE DETECTION o 1
OPTICOM RECEIVER —0 —e
OVERHEAD SIGNING .
PEDESTRIAN POLE/BASE o ®
PEDESTRIAN PUSHBUTTON —D —
PEDESTRIAN SIGNAL HEAD 5 -
RIGHT-OF -WAY — R/W
SERVICE PEDESTAL [P
SIGNAL CABINET |
SIGNAL HEAD —> —>
SIGNAL POLE/BASE ® 0
CCTV CAMERA
SPAN WIRE — XX — —_—
UTILITY POLE ® L}
VIDEO DETECTION cE L3

GENERAL SIGNAL NOTES

1. ALL SIGNAL EQUIPMENT REMOVED FROM A PROJECT IS TO BE RETURNED TO
DELDOT TRAFFIC - DOVER, DELAWARE.

2. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE
SCHEMATIC ONLY AND MAY NOT BE COMPLETE. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR NOTIFYING MISS UTILITY, AND/OR THE APPROPRIATE UTILITY
PRIOR TO THE BEGINNING OF CONSTRUCTION FOR THE UTILITY MARKOUTS. IF
THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN UTILITIES AND THE
TRAFFIC SIGNAL WILL OCCUR, THE CONTRACTOR SHALL NOTIFY DELDOT TRAFFIC
IMMEDIATELY BEFORE CONSTRUCTION.
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