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SLOPE = 15:1 OR FLATTER

2:1 MAX.

BREAKAWAY POST

TYPE 27 LONG WOOD
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6'-3"

OR OTHER HAZARDS.

MAINTAINED FREE OF FIXED OBJECTS

AREA BEHIND GUARDRAIL TO BE

SHEET B-13, 8 OF 13

SEE ANCHOR PLATE DETAIL,

6'-3" 5'-6"
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OFFSET BLOCK

8" x 8" POST &

CONCRETE ANCHOR

2'-6" x 2'-6" x 2'-6"

WITH 5 CABLE CLIPS

SECURE CABLE LOOP

1'-3"

1'-3"

ROD WITH WELDED EYE

" x 7'-3" GALVANIZED4
11 

WASHER & NUT

6" HOOK OR 5" DIA.

RADIUS  OF FIXED OBJECTS
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TRANSITION SECTION

TYPE 1-27 TO TYPE 1-31

SHEET B-4, 1 OF 1

SEE END SECTION DETAIL,

B-18 (2020) 1 1

PLAN SECTION A-A ENTRANCE SPECIAL END ANCHORAGE

8

4'-0"

4'-0" ROUNDING

25'-0" x 15'-0"

30'-0" x 15'-0"

40'-0" x 20'-0"

50'-0" x 20'-0"

1'-0"

1'-0"

      ARE NOT YET AVAILABLE.

6). THIS DETAIL IS BASED ON NCHRP 350 CRASH TESTING.  MASH COMPLIANT DETAILS

5). ON THE 8'6' RADIUS SYSTEM ONLY, THE RAIL IS NOT TO BE BOLTED TO THE CENTER POST.

      FLUSH WITH FACE OF GUARDRAIL.

4). INSTALL CURB IN ACCORDANCE WITH THE CONTRACT AT A MAX CURB HEIGHT OF 2",

      MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES.

3). PLACE GUARDRAIL DELINEATORS AT THE INTERVALS SPECIFIED IN THE DELAWARE

2). THE CURVED GUARDRAIL SECTION SHALL BE SHOP BENT.

1). NO WASHERS ARE USED ON THE RAIL SIDE OF THE LONG WOOD BREAKAWAY POSTS.

NOTES:

CURVED GUARDRAIL SECTION, TYPE 1-27
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