
43

HEX NUT. (4 EACH TOTAL)

AND RECESSED HEAD

" x 2" HEX BOLT8
7

WITH 1" DIA. HOLE.

PLATE WASHER

"16
3" x 4

3" x 1 4
31 

(SEE DETAIL - THIS SHEET)

B.I.B. ANCHOR PLATE

HEX NUT. (4 EACH TOTAL)

WITH FLAT WASHER AND

" x 2" HEX BOLT8
5

POSTS A-C (TYP)

HEX NUT. (FX16a)

AND RECESSED HEAD

" X 5" HEX BOLT8
5

" FLAT WASHER8
5

SPACER (FMM04)

" x 3" PIPE SLEEVE4
3

HOLE IN POST

"4
3FIELD DRILL 

DETAIL C

1"

DETAIL A DETAIL B

B

B

A

A

"2
12 "2

12 "4
31 "4

12 "2
12 "2

12 

3
"

4
"

5
"

2
"

8" 6"

CENTER-LINE

POST

B.I.B. ANCHOR PLATE

".4
33). ALL SLOTTED HOLES ARE 1" x 1 

" DIAMETER.4
32). ALL CIRCULAR HOLES ARE 

" GALVANIZED ASTM A36 STEEL.2
11). PLATE IS 

PLATE NOTES:

POST D ONLY

1"

3"

B-20 (2020)

SECTION A-A

IN SECTION A-A

IDENTICAL TO THOSE

CONNECTION DETAILS

SECTION B-B

W-BEAM PIECE

" LONG, 12 GAUGE2
19'-4 

12 GAUGE W-BEAM PIECE

" LONG,2
1FIELD BEND 9'-4 

6'-3"

"2
1

3'-1 

"2
1

3'-1 

W-BEAM PIECE

" LONG, 12 GAUGE2
19"-4 

THIS SHEET

SEE DETAIL C

POST H

POST G
GUARDRAIL SPLICE DETAILS

SEE STD. DETAIL B-1 (2 OF 5) FOR

GUARDRAIL SPLICE DETAILS

SEE STD. DETAIL B-1 (2 OF 5) FOR

POST D

POST C

POST B

POST A

PLATE (TYP)

B.I.B. ANCHOR

BURIED IN BACKSLOPE END TERMINAL HARDWARE, TYPE 1-31

RUBRAIL

W-BEAM

BLOCK

6" x 8" OFFSET

3). OFFSET BLOCKS SHALL BE WOOD OR COMPOSITE.

2). ALL HARDWARE SHALL BE GALVANIZED UNLESS SPECIFIED OTHERWISE.

      CONNECTIONS TO THE B.I.B. ANCHOR PLATE.

1). FIELD DRILL 1" DIAMETER HOLES IN W-BEAM RAIL ELEMENTS TO MAKE

NOTES:

1'-2"

1
'-
2
"
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