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GALVANIZED RING NAILS (TYP.)

ATTACH WITH 4-12d HOT DIP
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TREATED POSTS (TYP.)

4" x 4" (NOMINAL)

PATH

" x 6" (NOMINAL) TREATED RAILS (TYP.)4
11 

POSTS 8' O.C. ON STRAIGHT RUNS, 4' O.C. AROUND CURVES

4"

SECTION A-A

TYPICAL JOINT DETAIL
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NOTES:

M-5 (2020) 11

    WOOD RAIL FENCE    

" (TYP.)2
15

6" MAX (TYP.)

LOW SPEED AREAS AS DIRECTED BY THE ENGINEER.

FENCE TO BE LOCATED OUTSIDE OF CLEAR ZONE OR ALONG4).

3).  INSTALL RAILS FLUSH TO THE POSTS AT THE END POSTS.

ATTACH ALL RAILS SHALL BE ATTACHED WITH 3 - 12d NAILS.2).

       ADJACENT RAILS ON THE SAME POST.

CENTER ALL RAIL JOINTS AT THE POSTS.  DO NOT END TWO 1).

STANDARD NO. SHT. OF APPROVED
CHIEF ENGINEER

DEPUTY DIRECTOR - DESIGN DATE

DATE

SCALE :  NTS

08/20/2020

DelDOT
DATEENGINEERING SUPPORT

RECOMMENDED

REVIEWED09/01/2020 09/01/2020

09/01/2020


