Arch -

Bay -

Bay Window -

GLOSSARY OF TERMS

A form of construction, usually of masonry, whereby
the downward thrust of wall massing over an opening
is carried laterally to abutments or vertical
supports. Often further described by its outline.

A vertical division of the exterior or interior of
a building marked not by walls but by fenestration,
door openings or other architectural element.

An angular or curved projection of a building
filled by fenestration.

Board-and-batten - A type of wall cladding; closely spaced,

Box cornice -

Bracket -

Bulkhead -

Cantilever -

Capital -

applied boards or sheets of plywood, the joints of
which are covered by narrow strips of wood.

A hollow cornice, built of boards, moldings,
shingles, etc.

A supporting member projecting from the face of a
wall frequently used for ornamental as well as
structural purposes.

A horizontal or sloping structure providing access
to a cellar stairway or to an elevator shaft.

A horizontal projection (e.g., a step, balcony,
beam or canopy) supported by a downward force
behind a fulcrum. It is without external bracing

and thus appears to be self-supporting.

The moldings and carved enrichment which form a
finish to the top of a column, pilaster, pier or
pedestal.

Carding Factory - A mill which refines wool.

Casement -

Chimney Stack

Clerestory -

The hinged part of a window attached to the
vertical frame of the window.

- A group of flues contained within a common
covering. Also called a chimney pile.

Horizontal glazing of wall space. Often extends
the length of a story, thus a "clear-story." May
also be horizontal roof or monitor glazing.
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Corbel -

Cornice -

Craftshop -

Crown -

Cupola -

Dentil -

Dormer -

Eaves -

E1l -

Entablature -

Facing -

False Plate -

Fascia -

Felloe -

Fenestration -

A horizontal bracket form produced by extending
successive courses of masonry or wood beyond the
wall surface.

The crowning member of a wall or entablature.

The location of activity where piecework or other
hand-power and craft-oriented trades, as opposed to
machine manufacturing, are performed.

To surmount or be the highest part.

A small structure built on top of building usually
for ornamental ©purposes. Also a vertical

cylindrical furnace for melting of iron in the
foundry.

A small ornamental block, forming one of a series
set in a horizontal row.

A window in a sloping roof penetrating the roof
plane with vertical sides.

The edge of a roof that projects over an outside
wall.

A wing of a building at right angles to the main
structure. -

The top member of a classic order, being a
continuous lintel supported on columns. It is
divided horizontally into three main parts: the
uppermost is the cornice, the middle part the
frieze and the lowest the architrave.

The finish applied to the outer surface of a
building.

A plate having no structural usage. See plate.

A horizontal band of vertical face. Usually used
in combination with moldings as in a cornice.

Wooden material manufactured for wuse in the
construction of carriage wheels.

The arrangement in a building of its windows and
doors, especially the more important and larger
ones.
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Frieze - Any long and narrow horizontal architectural
member, especially one that has a <chiefly
decorative purpose.

Gable - A triangular-shaped piece of wall closing the end
of a double pitched roof.

Glazing - Possessing glass or windows.

Grist Mill - A mill for grinding grain.

Hipped Roof - A roof which pitches inward from all four sides.
Home Manufactures - Trades or crafts performed in the home

producing goods for sale or trade outside of the
domestic sphere.

Hopper - A vertically-hinged window.

Industrial Sash - A window composed of metal frames and wireglass
often with hopper windows.

Joist - Any horizontal beam intended primarily for the
construction or support of a floor or ceiling.

Keystone - The central wedge-shaped structural and decorative
member at the crown of an arch.

Lathe - A machine on which a piece is spun on a horizontal
axis and shaped by a fixed cutting or abrading
tool.

Lintel - The horizontal structural member supporting the

wall over an opening or spanning two adjacent piers
or columns.

Molding - A deviation from a plain surface involving
rectangular or curved profiles, or both, with the
purpose of effecting a transition or of obtaining a
decorative play of light and shade.

Monitor - A continuous section of roof raised to admit light
on a vertical plane.

Outbuilding - A minor structure separated from a building of
which the former is a dependency.

Pane - A sheet of glass for a comparatively small opening
in a window or door.

Parapet - A low, retaining wall at the edge of a roof or
porch.
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Peak -

Pediment -

Pent Roof -

Pier -

Pilaster -

Pintle -

Plate -

Pyramidal -

Quoin -

Rebar -

Return -

Ridge -

Rolling Mill -

Ropewalk -

Round arch -

Rowlock arch -

Rusticated -

A projecting pointed extremity as in the peak of a
roof.

The triangular, vertical space formed by the roof
slopes on top and a horizontal enclosing member,
generally a cornice, beneath.

A roof of a single sloping plane projecting from a
wall, usually of small size.

A thickening of a wall in the form of a vertical
strip to strengthen the wall or to carry a heavy
locad. A freestanding mass, generally rectilinear
in shape, supporting one side of an arch, bean,
lintel or girder. Also a structure extending into
navigable water for use as a landing place.

The projecting part of a square column which is
attached to a wall; it 1is finished with the same
cap and base as a free-standing colunn.

The pin upon which a hinge rotates.

The horizontal member capping the range of exterior
wall framing supporting the rafters.

Having the shape of pyramid.
Corner stones of a wall.
Short for reinforcing bar, an ircen or other metal

bar used to strengthen materials, most commonly
poured concrete.

The right-angled change of direction of a molding
or group of moldings, often as part of a cornice.

The horizontal length of the peak of a roof.

A machine used for rolling sheets of metal. Also
the factory where sheet metal is manufactured.

A long, covered walk, building or room where ropes
are manufactured.

An arch of semi-circular form.

An arch of brick used chiefly as a relieving arch
and formed by concentric courses of headers.

Masonry in which the principal face of each stone
is rough.
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Sash -~ A frame for glass to close a window opening
composed of two vertical sliding members.

Sawtooth Monitor - A monitor formed by a clerestory and a sloped
roof. A series of sawtooth monitors appear similar
to the serrated teeth of a saw.

Segmental Arch - An arch formed on a segment of a circle or an
ellipse.
Semi-circular Arch - An arch of semi-circular form. Also known

as a round arch.

Shallop - A small open boat propelled by oars or sails,
sometimes two masted, used chiefly in shallow
waters.

Shallopmen - The sailors of shallops.

Shed Roof - The roof of an addition to a building having only

one sloping plane.

Sill - The horizontal member immediately supported by a
foundation wall or piers, and that in turn bears
the upright members of the wall.

Spindle - A round stick with tapered ends used to form and
twist yarn. Any various rods or pins holding a
bobbin in a textile machine.

Stucco - Plaster for exterior walls.
Transom - An opening over a door or window, usually for
ventilation, containing hinged, pivoted or

stationary glazing.

Treads - The horizontal part of a step.
Tripartite - Composed of or divided into three parts.
Wharf - A structure built along or at an angle from the

shore of navigable waters so that ships may 1lie
alongside to receive and discharge passengers and
cargo.

Wing - A secondary mass of Dbuilding, sometimes an

addition, often at right angles to the main portion
of the building and forming an ell.
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